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Passport Everon Multi-Purpose Amplifier

  Compatible with VXI Passport, Plantronics® 

and GN Netcom® headsets

  Universal phone compatibility (number pad on the 

base- not on the handset)  

  Marathon battery life 3X more power efficient than 

the competition

  Advanced audio technologies for clear, safe sound

  Silent-transition mute, headset/handset switch, 

volume controls

  Easy access to simple compatibility switches

  Optional headset holder included

PASSPORT

™

warranty2YEAR Unconditional  
WARRANTY

Everon

w/ headset stand

TELEPHONE HANDSET INTERFACE

8-position compatibility switches. Configurable for all 4-wire handset 

ports, US and international.   

Accepts all polarities of carbon, R style, Lucent, electret, dynamic mic.  

Provides 40dB min. TX to RX isolation.  

HEADSET INTERFACE

Balanced output, optimized for 300 ohm receiver.   

Amplitude limiting for hearing protection.   

Electret mic operates at 2K ohm min. impedance.   

Approx. 6 dB transmit noise suppression with no voice. 

OPERATING POWER

Runs on 2 AA cells, 3V when fresh. Continues to work down to 1.7V. 

Operates without batteries when handset port can source 0.4mA or 

greater. 

AC adapter jack at rear of panel for optional AC adapter. 

MECHANICAL DIMENSIONS

Width 3.25".   Height 5.25".   Depth 1.25".   

Quick-disconnect cord length 3 ft coiled, 9 ft extended.  

Weight 5.25 oz.


